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LLENADO DE AGUA

Utilice el vaso de llenado para medir el nivel de agua
Asegúrese de que el botón de control de vapor está en "off"
Mantenga la plancha en posición vertical para que la entrada de relleno de agua-este en una 
posición horizontal.
Llene el depósito de agua de la plancha hasta que llegue a la marca "MAX" indicado en el lado de 
la plancha, nunca llene por encima de esta marca.
 

AJUSTE DE LA TEMPERATURA:

Siga las instrucciones de planchado en la etiqueta de la prenda.
Si no hay ninguna instrucción, pero usted conoce el tipo de tejido, por favor consulte la tabla 
siguiente.

Nota: Si el tejido se compone de diversos tipos de tejidos, seleccione la temperatura requerida por 
las telas más delicadas.

MATERIAL                 CONTROL DE TEMPERATURA             TEMPERATURA 

Sintético                                                                                                                    Baja temperatura
Seda, Lana                                                                                                               Temperatura media
Algodón, Lino                                                                                                         MAX Alta temperatura

PLANCHADO CON VAPOR VERTICAL

1. Usted puede planchar en posición vertical (cortinas colgadas ) en tabla de planchar, vestidos 
colgados en perchas, etc.

2. Llene la plancha con agua

3.Enchufe la plancha de la red eléctrica y enciéndala.
 
Utilice la rueda para seleccionar la temperatura de ajuste en  la posición            MAX.
Cuanto más caliente esta la plancha, más vapor se genera. 

Cuando la luz deja de parpadear la plancha esta a la temperatura correcta y lista para su uso.

Durante el uso de la posición             MAX  la luz parpadeará periódicamente indicando que la 
plancha mantiene la temperatura de selección.

Mantenga su plancha a una distancia de 15 cm (6 pulgadas) desde la suela hasta la tela.

Pulse el botón de inyección de vapor, el vapor penetrara en la tela eliminando  las arrugas.

Para aplicar más vapor pulse el botón de inyección de vapor de agua.

Espere varios segundos entre  pulsación y pulsación. 









TEMPERATURE ADJUSTMENT:

Follow the ironing instructions on the garment label.
If there is no instruction, but you know the type of fabric, please refer to the following table.

Note: If the fabric is made up of different types of fabrics, select the temperature required by the 
most delicate fabrics.

MATERIAL                             TEMPERATURE                              TEMPERATURE CONTROL

Synthetic                                                                                               Low Temperature
Silk,  Wool                                                                                             Average temperature
Cotton, linen                                                                                         MAX High temperature

IRONING WITH VERTICAL STEAM

1. You can iron in vertical position (hanging curtains) on ironing board, clothes hanging on hangers, 
etc.

2. Fill the iron with water

3. Plug the iron into the mains and turn it on.

Use the wheel to select the setting temperature in the MAX position.
The hotter the iron is, the more steam is generated.

When the light stops flashing the iron is at the correct temperature and ready for use.

During the use of the MAX position the light will flash periodically indicating that the iron 
maintains the selection temperature.

Keep your iron at a distance of 15 cm (6 inches) from the sole to the fabric.

Press the steam injection button, steam will penetrate the fabric eliminating wrinkles.

To apply more steam press the steam injection button.

Wait several seconds between pressing and pressing.

SPRAY

The spray function will only work if the water tank is full
The sprayed water is used to work with thick fabrics or difficult areas (pockets collars, sleeves, 
folds, etc.) It can also be used to iron delicate fabrics that can not be steam ironed.

Just press the button to produce a jet of water. If the spray is used very often the iron can be 
stopped for some time, it is necessary to press the spray button a few times before restarting 
ironing correctly




